
 
 
 
 
 
     

         
 
 

 
 
 
 
 
 

FEATURES 
• Beam Intensity:  25-million beam candlepower illuminates 

an object 5002 meters away on a clear night. 
• Electric Beam-Size Focus:  Beam can be widened and 

narrowed remote electrically, throughout a continuous 
spectrum. 

• Beam-size Focus Knob: External knob changes beam-
size with no tools and provides back-up should the focus 
motor fail. 

• Beyond 360º of Rotation…  Unique sliding-stop design 
allows 385-degrees of horizontal motion. 

• Bullet-Resistant Reflector… Precision-Optic reflector 
with virtually indestructible Nickel material helps prevent 
breakage if fixture is impacted by bullets or rocks. 

• Robust Lever-Gear Aiming... twist-lever handle and a 
rack and pinion design moves head UP and DOWN with  built-
in friction brake.  Swing Lever side to side for horizontal 
aiming. 

• NightFINDER™ Thermal Camera (optional):  
Embedded camera provides greater night vision capability, 
and the searchlight beam and camera track on same target. 

• LED Hybrid (optional): Auxiliary LED light modules project 
a “Wall of Light”, 100-meters wide and 200-meters away, for 
strategic wide area, short-range lighting. 

• High Powered Strobe (optional):  Used as nonlethal 
weapon to disorient and deny night vision of intruder. 

• Detachable IR Filter (optional):  Provides covert 
surveillance when used with lowlight cameras and night vision 
goggles. 

• Brass Material with Chrome Finish (optional) 
    

 
 

350 Watt Xenon Searchlight 
Remote Lever-Gear Control with Electric Beam-Size Focus! 

Lighting the way forward since 1894 
 

 

Searchlight Specifications 
Electric Beam-Size Focus:  1 to 20º (throughout continuous spectrum) 
Temperature Range: -25 ºC to +48 ºC (approx.) 
Environmental Protection:  IP56     
Power Consumption:  115VAC/7 Amps or 230 VAC/3.5 Amps; 50/60HZ 
Vertical Span:  +35 degrees to -35 degrees (total 70 degrees approx.) 
Horizontal Span:  Beyond Full Circle (385 degrees with sliding stop) 
Lamp:  350 Watt, Xenon Short Arc, 6500 ºKelvin 
Beam Intensity:  25 Million Candela 
Distance Serviced:   Measuring 1 LUX, 5002 Meters on a clear night    
Reflector:  Precision electroformed, nickel material, bullet-resistant 
Materials:  Marine Grade Aluminum and Stainless Steel 
Finish:  Salt-resistant, scratch-resistant, powder Coat or brass chrome 
 
 

 

Carlisle & Finch is the standard of 
the U.S. Coast Guard, U.S. Navy, and 
U.S. Prison System. 
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