Bulletin-350W-LOC-W

350 Watt Xenon Searchlight

Local Handle Control with 25 Million Candlepower!

FEATURES

¢ Beam Intensity: 25 Million Beam Candlepower
illuminates an object 5002 meters away on a clear night!

o Beam-size Focus Knob: External Knob changes
beam-size with no tools, and provides back-up should the
focus motor fail.

o Bullet-Resistant Reflector... Precision-Optic
Reflector with virtually indestructible Nickel Material helps
prevent breakage if fixture is impacted by bullets or rocks.

e Local Handle Aiming... Searchlight can be locked in
Horiz. or Vert. positions with no tools required.

e Electric Beam-Size Focus (optional): Beam can
be widened and narrowed remote electrically, throughout a
continuous spectrum.

e NightFINDER™ Thermal Camera (optional):
Embedded camera provides greater Night Vision
Capability, and the Searchlight Beam and Camera track
on same target!

e LED Hybrid (optional): Auxiliary LED Light Modules
project a “Wall of Light”, 100 Meters Wide and 200 Meters
away, for strategic wide area, short-range lighting.

o High Powered Strobe (optional): Used as

: Nonlethal weapon to disorient and deny night vision of

Manually Aimed Xenon ntruder
Searchllght with Small, * Detachable IR Filter (optional): provides covert
Electronic Ballast! {c,/lijsr;:)er:llggcg:]egl\évgen used with Lowlight Cameras and Night

Specifications
Electric Focus: continuous, approx 1 to 20°
Temperature: -25 °C to +45 °C
Power: 115VAC or 230 VAC 50/60 HZ
Vertical Aiming: +45 Deg to -45 Deg (Total 90 Deg)
Horizontal Aiming: +/- 190 (total of 385 Deg)
Lamp: Xenon Short Arc
Beam Intensity: 25 Million Candela
Distance at 1 Lux Intensity: 5002 Meters
Environmental Protection: P56 (Marine and Salt) 350 Watt Searchlights selected

Reflector: Precision-Parabolic, Nickel, Bullet-Resistant
Finish: Salt-Resistant Powder Coat (custom colors offered)

for latest generation US Coast
Guard and Navy Patrol Boats!
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*@"‘ “Helping Mariners see at night for over 130 Years”



350 Watt Xenon Searchlights
Models XY3EL-A3 and XY3EL-ARF3
Dimensions in Inches (mm)
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POWER SUPPLY, 350W

MODEL NO. INPUT VOLTS
SPS115 115VAC
SPS230 230VAC
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1 .

8.50
(216)

N -
4>i 218 X .281

~5.63(143)=]

8.00
(203)

(6 X 7)
4

WEIGHT

7.25 LBS. 3.29 KG.
10.85 LBS. 4.92 KG.
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